Picture Window Mechanical Sash & Glass Replacement Instructions
WARNING:
Improper re-glazing product (s) can affect the performance under stress and may contribute to property
damage or injury in high wind conditions. The installer should not proceed with re-glazing if these
instructions are not understood.

WARNING:
Unless specifically ordered, MIWD products are not equipped with safety glass, and if broken, glass
fragments could cause injury. Many laws and building codes require safety glass in locations adjacent to or
near doors or in bathrooms. MIWD products are available with safety glass that may reduce the risk of injury
when broken.

WARNING:
Do not apply any type of film to glass as this will void the warranty. Thermal stress conditions resulting in
glass damage could occur. Use of moveable insulation materials such as window coverings,
shutters and other shading devices may damage glass and/or frame materials. In addition, excessive
condensation may result causing deterioration of windows.

WARNING:
Use extreme care when working around a window opening. Never leave a window opening unattended,
especially when children are present. Falling from a window opening may result in severe personal injury or
death.
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WARNING:

Use a reasonable number of
people with sufficient
strength to lift, carry, remove
and install glass. Handle
broken glass with extreme
caution, it may cause severe
personal injury.

A. Using a standard screwdriver, remove sash retainers from both jambs
as shown below.
B. Lift sash upward into top of window and swing inward to remove.

SASH RETAINER

C. To Re-Install Sash:
Load sash into top of window and
swing to outside. Install sash retainers into both jambs. (Use Mallet to
make sure sash retainers are fully
seated into main frame jambs.
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Using a Phillips-head screwdriver, remove two outer screws from the tilt latch housing. These screws are numbered 1 (Save these screws for
re-installation).
Using a Phillips-head screwdriver, remove sash assembly screws on all four corners. Two screws per corner. These screws are number 2 (Save these
screws for re-installation).
Using a standard screwdriver, pry side rails loose and pull off.
Pull top and bottom rails off.
Remove soft vinyl glass glazing from around the old glass panel. Save glazing for re-installation.
Wrap vinyl around new glass panel.
Using a rubber mallet, install top and bottom rails by aligning ends with edges of vinyl glazing and tapping on fully as shown in figure 2.
Using a rubber mallet, install sides by aligning with top and bottom rails.
Each side rails contains two corner reinforcements. When installing sash assembly screws, make sure that screws go through corner reinforcement and
into screw bosses in the top and bottom rails. It may be necessary to tilt sash to get reinforcement to align with screw bosses.
Re-install outer screws in tilt latch housing. Do not over tighten or binding may occur.
Re-install sash into window frame.

